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ISO 6330 Washing Machine
For Home Laundering Test

LBT-M8Labtex

MEET STANDARDS
TEXTILES

 ISO 6330:2021
 GB/T8629-2017  GB/T8630-2013
 GB/T17596  FZ/T70009-2012
 Decathlon DS-0034 Version 3
 Domestic Washing
 AATCC LP1 - Table IV A & Table IV B

FOOTWEAR
 ISO19954-2003  QB/T2887-2007

The Labtex LBT-M8 is a industrial grade high-spin 
floating washer extractors which designed for 
laboratory use. 

MACHINE FEATURE:
 • No need to be anchored to the ground
 • 4.3-inch touch screen console for editing 

various programming to meet the 
customization of continuous multi-wash, 
durable wash and cycle wash in the test 
program

 • 26 pre-set programs intuitively and easily, allow 
user programming

 • "Washing Control" software used for managing 
procedures, data traceability and others. 
Remote connection applicable

 • Continuously washing powder or liquid 
detergent adding function

 • Operation interface: English / Sim.Chinese

For more detail, please contact us by email: info@f-tex.com. Copyright © Fineetex.  All rights reserved. 
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Major commercial 
Laboratories are 
using Labtex LBT-M8:

SPECIFICATION
DRUM
Loading Capacity 8 kg
Volume 61 L
Diameter 520 mm
Depth 315 mm
Spin speed 1.250 r.p.m.
Motor Power 0.75kw
Heating Power 6kw
Total Electric Power 6.25kw, 3 phase 380V
Inlet Pipe 3/4 inch
Drain Pipe 2 inch
Machine Size 680mm x 730mm x 1030mm
(Width x Depth x Height) 
Net Weight 140 kg
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Please contact us for more detail by email: info@f-tex.com. Copyright © Fineetex.  All rights reserved. 

HOW TO ORDER? 

Company Name : 

Contact :  Tel : 

Address : 

Email :

we need to know more / purchase others; details as :

Product name :

Distributed by:

 MACHINE & RELATED APPARATUS

 B1 Labtex ISO Standard Front Load Washing Machine model LBT-M8 ...........................................

 TEST MATERIALS

 E1 Testfabrics #ISO B1 (Type-I), 100% Cotton Ballast /Makeweight, 
  (each 920x920±2mm) for ISO 6330:2022, 4 pcs/pack, approx. 1.280kg ....................................

 E2 Testfabrics #ISO B2 (Type-II), 50%Polyester/50%Cotton Ballast /Makeweight
  (each 920x920±2mm) for ISO 6330:2022, 8pcs/pack, approx. 2.080kg ...................................

 E3 SDCE #4105, ISO B3 (Type-III), Polyester Ballast / Makeweight 
  (each 200x200±4mm) for ISO 6330:2012, 20pcs/pack, approx. 1 kg .........................................

 E4 SDCE #4110, ISO 1994, Polyester Ballast / Makeweight 
  (each 300x300±4mm), 25pcs/pack, approx. 1 kg .............................................................................

 E5 SDCE #4120, Wool/Cotton 80/20 Ballast , Polyester Ballast / Makeweight 
  (each 300x300±4mm), 25pcs/pack, approx. 0.7 kg .........................................................................

 E6 SDCE ECE Non-Phosphate Reference Detergent (A) without OBA,  
  #2408 2 kg/tub ......................................... #2420 15 kg/pack ..........................................

 E7 SDCE Non-Phosphate Reference Detergent (Formerly IEC A), Containing OBA,  
  #2508 2 kg/tub ......................................... #2520 15 kg/pack ..........................................

 E8 SDCE IEC Phosphate Reference Detergent (B) containing OBA, 
  #2558 2 kg/tub ......................................... #2570 15 kg/pack ..................................................

 E9 SDCE #2605, TAED Powder, 250g/tub ...........................................................................................

 E10 Schroder Universal Shrinakge Template & Percentage (%) Ruler
  for used with both AATCC & ISO test method .............................................................................

Please tick what you need and send us:

*Subject to continuous product development, specifications change without prior notice.
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